Technical Specification

PankaKraft Polar

Data sheet Specification Unit Technical detail

Grammage ISO 536 gsm (g/m?) 275 300 325 350 385 415 450 500*
Thickness ISO 534 microns (um) 470 520 580 650 720 800 860 950
Bending Moment (Taber 15°) - MD ISO 2493 mNm 22.2 27.5 34.6 45.0 53.5 63.0 80.0 105.0
Bending Moment (Taber 15°) - CD ISO 2493 mNm 9.0 11.4 14.3 18.5 22.2 26.5 32.5 42.2
Moisture ISO 287 % 8.5 8.5 8.5 8.5 8.5 8.5 9.0 9.0
ISO Brightness C/2°,top ISO 2470-1 % 83 83 83 83 83 83 83 83
Surface Smoothness, PPS 10 ISO 8791-4 microns (um) 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0
Smoothness Bendtsen, back ISO 8791-2 ml/min 500 500 500 500 500 500 500 500
Scott Bond TAPPI 535 J/m? 130 130 130 130 130 130 130 130
Cobb 180 s top ISO 535 g/m? 50 50 50 50 50 50 50 50
Cobb 180 s reverse ISO 535 g/m? 50 50 50 50 50 50 50 50

'Grammage produced upon special request only, minimum production volume 10 tonnes
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EBB Paper, EBB Board, EBB Office & Paper are all trading entities of Elliott Baxter & Company Limited in th UK. EBB Ireland is a trading entity of Elliott Baxter Ireland limited.



