Technical Specification

Rosefinch GC1

Data sheet Specification Unit Technical detail
Grammage ISO 536 gsm (g/m?) 190**t 205 215 235**t 245 255 270 290 305 330"t 345 375"t
Thickness ISO 534 microns (um) 265 310 340 375 400 418 445 478 490 530 555 590
Taber Stiffness - MD ISO 2493 mNm 4.8 7.0 8.0 11.3 13.0 15.0 17.0 20.0 23.0 26.0 28.5 38.5
Taber Stiffness - CD ISO 2493 mNm 2.4 3.2 4.0 53 6.0 7.0 7.8 9.0 11.0 13.0 15.0 18.5
Moisture ISO 287 % 7.0 7.5
Surface Roughness PPS 10 ISO 8791-4 um <1.6
Brightness D65/10 - Top side ISO 2470-2 % 89.0
Brightness D65/10 - Reverse side ISO 2470-2 % 87.0
75° Gloss ISO 8254 % > 45
CD Folding Strength ISO 5626 Times 15
IGT Picking ISO 3783 m/s 1.3
Ply Bond TAPPI 1569 J/m? 130
Cobb (60s) ISO 535 g/m? <60
T not FSC®

** Non-standard item

Mill reference is IBH
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EBB Paper, EBB Board, EBB Office & Paper are all trading entities of Elliott Baxter & Company Limited in th UK. EBB Ireland is a trading entity of Elliott Baxter Ireland limited.
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